
XP2300 PCIe NVMe Gen4 
M.2 2280 SSD
Product Brief

Advanced Features
•	 PCIe Gen 4 16Gb/s interface with  

up to 4 lanes

•	 Supports NVMe 1.4

•	 TCG OPAL 2.0/2.01 Compliance

•	 Supporting initial data acceleration

•	 Supporting fast block acceleration

•	 Supporting ATA security

•	 Supporting SRAM ECC

Versatile Performance  
Available in capacities up to 4TB, the XP2300 PCIe NVMe M.2 2280 
SSD offers superior read speeds up to 7400MB/s and write speeds up 
to 6400MB/s to provide the power to meet the needs of demanding 
environments. 

Key Benefits 

Room to Grow 
Capacities up to 4TB provide the room to keep an entire collection of media,  
or a complete database, centralized and easy to access from one location.

Beat the Heat
A temperature control algorithm helps monitor heat fluctuations and throttle 
performance to ensure peak operation.

Optimized Energy Requirements
Low power consumption requirements help maintain a lower power draw without 
sacrificing performance for a longer lifespan of the device.

Capacities
256GB, 512GB,  
1TB, 2TB, 4TB

Applications

Desktops

Laptops

All-in-one Computers

IPC

* Performance based on internal testing and may vary based on environmental conditions and usage. Specifications subject to change without notice.
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Specifications

TRIM and S.M.A.R.T functions are supported.
[*] Indicates the maximum read/write performance.
*Data based on internal testing. Actual performance may vary due to equipment differences.

Product 
Series Part Number Capacity NAND 

Flash Format Operating 
Temperature Protocol

External 
DRAM 
Buffer

Max.
Sequential 

R/W
MTBF Warranty

Max. Power 
Consumption 

(Read)
Endurance

XP2300 
PCIe SSD

FSB0C256G- 
N2A9200 256GB TLC M.2 2280 0°C to +70°C Gen4x4 No

Up to 
3400MB/s / 
1200MB/s

>1.5 
million 
hours

3 years 2600mW 187.5TB

XP2300 
PCIe SSD

FSB0C512G- 
N2A9200 512GB TLC M.2 2280 0°C to +70°C Gen4x4 No

Up to 
6800MB/s / 
2400MB/s

>1.5 
million 
hours

3 years 4100mW 375TB

XP2300 
PCIe SSD

FSB0C001T- 
N2A9200 1TB TLC M.2 2280 0°C to +70°C Gen4x4 No

Up to 
7400MB/s / 
4800MB/s

>1.5 
million 
hours

3 years 4380mW 750TB

XP2300 
PCIe SSD

FSB0C002T- 
N2A9200 2TB TLC M.2 2280 0°C to +70°C Gen4x4 No

Up to 
7400MB/s / 
6400MB/s

>1.5 
million 
hours

3 years 5040mW 1500TB

XP2300 
PCIe SSD

FSB0C004T- 
N2A9200 4TB TLC M.2 2280 0°C to +70°C Gen4x4 No

Up to 
7400MB/s / 
6400MB/s

>1.5 
million 
hours

3 years 5040mW 3000TB


